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(57) Abstract: The invention relates to an electric camshaft adjuster for adjusting and llxing 
the phase position of a camshaft of an internal combustion engine in relation to the crank- 
shaft. Said adjuster comprises a three-shaft gear, which is configured as a harmonic drive ( 19, 
19*) with a sleeve configuration and a drive gear ( I ) that is rolalionaily fixed to the crank- 
shaft, said gear comprising a first rotor wheel (2) and an output part (4) thai is fixed to the 
camshaft and comprises a second rotor wheel (5) that is located next to the first rotor wheel 
(2). The adjuster also comprises an adjusting shaft ( 10, 10*, 10", 10" ) that can be driven by 
an electric adjusting motor and a wave generator ( 17, 17", 17") with elements for clliptically 
deforming a flexible elastic sleeve (18) that is provided with external gearing. To improve 
a harmonic drive with a sleeve configuration, the construction complexity of the harmonic 
drive (19, I9 7 ) is reduced by modifications to the wave generator ( 1 7, 17', 1 7'*) and the axis 
installation space of said drive is reduced by the integration of the rotor wheels (2, 5) into the 
drive gear ( J ) and output part (4) which are axiaJly inserted into one another. 

(57) Zusammenfassung: Die Erfindung betrifft einen elcktrischen Nockenwellenverstcller 
zur Verstellung und Eixierung der Phasenlage einer Nockenwelle eines Verhrennungsmotors 
gegenuber desscn Kurbelwelle, mil einem Drciwellengetriebe, das als Wellgetriebe (19, 19') 
in Hulsenbauform ausgebildet isl und ein kurbelwellcnfesles Anlriebsrad ( 1 ) mit einem ers- 
ten Hohlrad (2) sowie ein nockenwellenfestes Abtriebsteil (4) mit einem neben dem erslen 
Hohlrad (2) angeordneten zwciten Hohlrad (5) und cine von einem elcktrischen Verstellmo- 
tor antreihbare Verslellwelle (JO, 10', 10", 10'") aufweisl, mil einem Wellgeneralor (17, 17', 
17"), der Mi tie I zur elliptiscbcn Verformung einer biegeelastischen, auBenverzahnten Hu Ise 
( 18) hesilzl. Ein Weg zur Verbesserung eines Wellgetriebes in Hulsenbauform beslehl darin, 
dass der Bauauiwand fur das Wellgetriebe (19, 19') durch Anderungcn am Wellgeneralor 
( 17. 17', 17") und der axiale Bauraum desselben durch Integration der Hohlradcr (2, 5) in das 
axial ineinander geschobene Anlriebsrad (1 ) und Abtriebsteil (4) gesenkt sind. 
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